
Lissage

READY TO USE

• COVERS BROKEN SURFACES, CRACKS AND IMPERFECTIONS

• FINE TEXTURE, OPAQUE
• EXCELLENT ADHESION ON PAINTED WALLS

MIXING RATE INDOOR / OUTDOOR

Ready to use INDOOR

WORKING TIME APPLICATION THICKNESS

illimited 2mm

1 ‐

2 ‐

3 ‐

4 ‐
56

SECOND COAT TIME READY TO PAINT

2h 8‐12h

NATURE COLOR

Paste white

OVERCOATING

PAINT • Decorative coating • Wallpaper

Sand when the compound is dry and ready to paint.

SMOOTHING FILLER - SMOOTH OUT MINOR SURFACE 
IMPERFECTIONS PRIOR TO PAINTING OR WALLPAPERING.

USAGE
For smoothing out minor faults, broken surfaces, scratches and other imperfections up to 2mm deep prior to painting or 

wallpapering.

SUBSTRATES

Apply to gypsum plaster, plasterboard, gypsum blocks, concrete, cellular concrete, cement, brick, stone, painted surfaces.

SUBSTRATE PREPARATION

The substrate must be hard, dry, sound, clean, solid substrates.

HOW TO USE

Remove any dust

Spread the compound over an area of approximately 1 sq. m.

Remove any excess, keeping the spatula flat against the wall.
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USING CONDITIONS PACKAGING

Do not apply in temperatures below 8°C or above 35°C. 0,33 ‐ 1 ‐ 4 ‐ 7 ‐ 15 kg

To clean your tools effectively, wait until the product is completely dry and then scrape your tools. Water is not needed.

NOTE 

Drying, coverage and painting times are given as an indication and depend on the thickness applied, the medium and the ambient 

conditions.

TOUPRET UK Ltd.

Capital Business Center UNIT 58

22 Carlton Road

South Croydon CR2 OBS

Tel : +44 (0) 208 916 2134  ‐  Fax : +44 (0) 208 916 2136

https://www.toupret.co.uk

TOUPRET SA ‐ 24 rue du 14 Juillet ‐ 91813 Corbeil‐Essonnes Cedex France ‐  RCS Evry B 964 201 859  octobre 2019

CLEANING

STORAGE

AFTER USE: Carefully close the packaging. STORAGE: One year from date of purchase in closed original packaging, away from frost 

and sunlight.

ADVICES

Must be recovered with a finish. Do not apply directly on wall paper

HEALTH AND SAFETY
Think about health and safety.It is recommended that you wear a mask when sanding.t is recommanded to wear gloves while 

applying the filler.

Contains 1,2‐benzisothiazolin‐3‐one. May produce an allergic reaction.
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